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AGIR MAKINE SAN. VE TIC. A.S.

TOSB OTOMOTIV O.S.B. MAH.
1. Cadde No: 24/2 41420 Cayirova / KOCAELI - TURKIYE

T: +90 (262) 658 13 40 (5 hat)
F: +90 (262) 658 05 27
Info @ersel.com

www.ersel.com

ISTANBUL
(Asian Side)
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DROP WEIGHT TEST

Drop weight test results provide to design and sizing of
autogenous or semi autogenous mills and calculate
grindability parameters and performance analyses.
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AGIR MAKINE SAN. VE TIC. A.S.

Drop weight test used for calculate ore breakage
parameters in mineral processing and help find ore
characterisation which is used for designing a circuit.

Ersel Heavy Machinery established in 1987 and located in TOSB Industrial Zone, Kocaeli — TURKEY.
Ersel Heavy Machinery, installs turn-key Mineral Processing Plants and produces equipments for Mining,
Cement, Energy industries.

Drop weight test Is depending on the method of

performing various energy amounts on ore samples to

measure the ore breakage resistance.
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ERSEL, offers innovative solutions for grinding circuits by adding Autogen/Semi-Autogen < VRIS .

mills to Its product range.

« While providing grinding solutions, Ersel specially designs AG/SAG mills according to raw material,
process and customer requirements.

* In some processes using AG/SAG mills rather than secondary crushing units,
can solve many problems. By using AG/SAG mills, energy efficiency increases, problems with
the crushing of raw materials which are containing clay and mud, can be overcome.

* A raw material feeded to AG/SAG mill as 200-250 mm can be taken at the mill discharge
as 1 mm and below size. Thus, subsequent ball mill efficiency would increase in the grinding circuit.

» There are different design options for supply and discharge arrangements.

« AG/SAG mills are available with rubber or steel linings.
The first SAG mill production in our country and export was conducted by Ersel Heavy Machinery.
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DiamEter Lenght (i/h(j‘l]‘]rggr MI" SPEEd MOtO?gOWET MOtgrAF(’]OWEI'
mm mm m?> rpm kW kw
3600 2000 - 3000 14 - 24 17,4 160 / 250 315 / 500
" 4000 2000 - 3000 18 - 29 16,5 200 / 315 400 / 630

= 4500 2200 - 3500 26 - 45 15,5 315 / 500 560 / 1000

“ 5000 2500 - 3500 38 - 56 14,7 400 / 630 800 / 1200

= 5500 2500 - 3700 46 - 72 14,0 500 / 800 1000 / 1600

5 5700 2500 - 3700 49 - 78 13,7 560 / 900 1100 / 1700

= 6750 2800 - 4000 80 - 120 12,6 900 / 1300 1700 / 2600

= 7500 3200 - 4200 115 - 157 11,9 1200 / 1800 2400 / 3800

N 8000 3500 - 4500 146 - 194 11,5 1500 / 2200 3000 / 4500

- 8500 3700 - 4700 176 - 230 11,2 1800 / 3000 3700 / 6000

= 9000 4000 - 5000 214 5573 10,9 2500 / 3700 5000 / 7500
= 10000 4500 - 6000 302 - 414 10,3 3500 / 5000 7000 / 10000
o o oY Sggeyie b E 10500 5250 - 6500 400 - 500 9.9 4500 / 6000 9000 / 16000
m@ e - % | A 11000 5500 - 7000 450 - 650 9,7 5000 / 7000 11000 / 20000
- =3 :f_,..% e ¥ 158 : r 11500 5750 - 7500 500 - 700 9,5 5500 / 8000 13500 / 24000
1\ 78 | \ ¥ 4 \ # 12000 6000 - 8000 550 - 800 9,3 6000 / 9000 16000 / 28000
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